M3DS Simply User Manual

The M3DS Simply Cartridge is the current top-of-the-line in DS SLOT-1 flash carts. It is Just an amazing little device like original DS cart size, it is a complete solution with no need to purchase any a additional components or deal with any messy software and truly the easiest media enhancer you have ever done; To simply put it, this is a must have peripheral for any regular DS/DS lite owner.

M3DS Simply Features :

~ The same size as an original DS cart 

~ Build in PassMe (No need for boot card or anything else to boot )

~ Using Micro SD card (Trans Flash) as external storage . Cheap & variety usage .   

~ Boot clean dump images 

~ Super simple to use , drag and files over to the micro SD card .

  No drivers required 

~ Standard FAT system support .

~ Support different speed of micro SD card even the low speed SD card .Run games without any lag or slow down .

~ Upgradeable Firmware ( OS / Bios / Kernel )

~ Touch screen control & robust skinning support .

~ No need battery, back up the save file into the micro SD card directly .Never lose your save .

~ Auto detect the save type & automatic generate saver file. 

~ Homebrew support, IO lib will release on launch.  

~ Direct watch movie, listen MP3 & read TXT on the DS via the use of Moonshell .

~ Support WiFi , DS rumble pack & DS browser .
M3DS Simply Operation Instruction

1) Hardware installation

-Insert TF/SD card into USB2.0 MicroSD card reader/writer, format your TF/SD card as FAT format by Use the Computer; 

-When appears “a removable disk added”, hardware has been installed;

-TF card (MicroSD) is used to save the games and data, once your micro SD card is formatted correctly, you will see "Free Space = *" in the right hand pane. Then you can begin copying ROMs over.

2) Place the LOADER:
Copy all the files at ‘system\english\skin-*’ on the disk to the root directory of the TF card (including _DS_MENU.DAT ; _DSMSHL.NDS ; skin-*.jpg and Shell folder); Copy the downloaded game (.nds) or the DIY-program to the TF card (Folder can be created as you need).

3) Unload TF card

-After finishing ROM added, then right click the removable disk icon on the right down corner of the screen, draw out the TF card from card reader/writer

4) Insert TF/SD card into the M3 DS Simply 

-Insert the TF card with ROM into M3DS Simply, and then insert M3DS Simply into the Slot-1 while NDS/NDSL is power off. It will enter the new system of M3DS Simply when users start it next time. 

-When NDS/NDSL is power on, the M3DS Simply is booted, a small loading screen will appear and then you'll be taken to the main GUI within seconds. You can select ROMs to run by the navigation keys or touch screen, press "A" button to enter the corresponding functions.

